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Specifications Model 4000-4/4 Model 4000-6/6 Model 4000-8/8

Input Signals  

Number/type

Resolution 

Horizontal 
scan rate 

Frame rate 

Video levels

Sync type

Connectors

Number/type

Resolution 

Horizontal 
scan rate 

Frame rate 

Video levels

Sync type

Connectors

4x RGB/YPbPr/HD/DVI
4x composite/S-Video

640x480 to 1920x1200
720p, 1080i, 1080p HD

12 kHz to 125 kHz
interlaced or non-interlaced

24 to 200 Hz

0.7 V p-p

Sync on green, separate composite sync,
or separate H-drive and V-drive

DVI: 29-pin DVI-I
Analog RGB: 15-pin HD D-Sub (female)
Composite: BNC (female)
S-Video: 4-pin mini DIN (female)

6x RGB/YPbPr/HD/DVI
6x composite/S-Video

640x480 to 1920x1200
720p, 1080i, 1080p HD

12 kHz to 125 kHz
interlaced or non-interlaced

24 to 200 Hz

0.7 V p-p

Sync on green, separate composite sync,
or separate H-drive and V-drive

DVI: 29-pin DVI-I
Analog RGB: 15-pin HD D-Sub (female)
Composite: BNC (female)
S-Video: 4-pin mini DIN (female)

8x RGB/YPbPr/HD/DVI
8x composite/S-Video

640x480 to 1920x1200
720p, 1080i, 1080p HD

12 kHz to 125 kHz
interlaced or non-interlaced

24 to 200 Hz

0.7 V p-p

Sync on green, separate composite sync,
or separate H-drive and V-drive

DVI: 29-pin DVI-I
Analog RGB: 15-pin HD D-Sub (female)
Composite: BNC (female)
S-Video: 4-pin mini DIN (female)

     Output Signals

1x analog RGB
1x analog DVI

640x480 to 1920x1200

12 kHz to 125 kHz
interlaced or non-interlaced

24 to 200 Hz

0.7 V p-p

Sync on green, separate composite sync,
or separate H-drive and V-drive

Analog RGB/DVI: 29 pin DVI-I

1x analog RGB
1x analog DVI

640x480 to 1920x1200

12 kHz to 125 kHz
non-interlaced

24 to 200 Hz

0.7 V p-p

Sync on green, separate composite sync,
or separate H-drive and V-drive

Analog RGB/DVI: 29 pin DVI-I

1x analog RGB
1x analog DVI

640x480 to 1920x1200

12 kHz to 125 kHz
non-interlaced

24 to 200 Hz

0.7 V p-p

Sync on green, separate composite sync,
or separate H-drive and V-drive

Analog RGB/DVI: 29 pin DVI-I

Other
	 Control

Power

Downloadable logos
and backgrounds 

Digital clock

Redundant power
supplies 

Replaceable
air filters 

Size 

Rackmount

Weight

Ethernet 10/100 BASE-T
RS-232
Web interface

100-240 VAC auto ranging
50-400 Hz
Less than 55 W

N/A

N/A

N/A

N/A

1.75”/4.5 cm (H)
15.3”/38.8 cm (D)
17.25”/43.8 cm (W)

Rackmount kit included

14 lbs/6.3 kg

Ethernet 10/100 BASE-T
RS-232
Web interface

100-240 VAC auto ranging
50-60 Hz
Less than 110 W

Option, includes front panel compact
flash reader/writer

Option

Option

Standard

3.5”/8.9 cm (H)
18.0”/45.7 cm (D)
17.25”/43.8 cm (W)

Rackmount kit included

25 lbs/11.4 kg

Ethernet 10/100 BASE-T
RS-232
Web interface

100-240 VAC auto ranging
50-60 Hz
Less than 150 W

Option, includes front panel compact
flash reader/writer

Option

Option

Standard

5.25”/13.3 cm (H)
18.0”/45.7 cm (D)
17.25”/43.8 cm (W)

Rackmount kit included

30 lbs/13.6 kg
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