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IP65 VANDAL PROOF INDUSTRIAL BACKLIGHT KEYBOARD  

MAIN FEATURE 

 ̧ Vandal resistant 
 ̧ keyboard with NVIS-compliant red adjustable backlighting, while NVIS backlighting makes this keyboard 

ideal for military, aviation or vehicle applications where night vision goggles are necessary. 
 ̧ polymer keys ensure the keyboardôs resistance to willful destruction, vandal-proof, against corrosion, 

weather-proof especially under extreme climatic conditions, water proof/dirt proof, operation under hostile 
environments.  

 ̧ Waterproof execution according to degree of protection IP65 from the panel, the keyboard is sealed against 
the ingress or liquid and dirt, when mounted in a suitable enclosure.  

 ̧ The keyboards have an excellent tactile feel with full-long travel switches and allow users to achieve fast and 
accurate data input without any noise. With firm tactile perception for comfortable operation  

 ̧ Internet friendly key layout, key-tops are laser-etched or high quality ink print in legends and characters for 
easy readability, long life to prevent lettering rub-off.  

 ̧ RFI / EMI Protection in accordance with current European and U.S. directives. 
 ̧ Ease of customizing with multiple languages, to accommodate foreign or custom variants.  
 ̧ They are provided with PS/2, USB connection output cables that plug directly into the host computer for 

normal keyboard operations.  
 ̧ Operational life of more than 10 million cycles per key. 
 ̧ Resistant to most commonly used cleaning agents. 

MECHANICAL DATA 

 ̧ Key top style: Protuberant rectangular keys. 
 ̧ Key Size: 11.4mm x 11.4mm for normal keys, 11.4mm x 20.9mm for enter key, 11.4mm x 64.8mm for space 

bar.  
 ̧ Key travel: 2.0mm  
 ̧ Switch life: more than 10 million of operations.  
 ̧ Lettering:  laser-etched or high quality ink print.  
 ̧ Actuator/keys materials: polymer 

ELECTRICAL DATA  

 ̧ Supply Voltage: +5V DC +/-5%  
 ̧ Current Rating: appr. 30mA  
 ̧ EMC Standard: It is compliance with the council EMC directive 89/336/EEC  
 ̧ EN55022:1988+A1:2000+A2:2003  
 ̧ EN55024: 1988+A1:2001+A2:2003  
 ̧ Emission: EN 50081-1  
 ̧ Immunity: EN 50082-1  
 ̧ Lifespan>5 years  
 ̧ Switch Contact Material: Carbon-on-Gold key switch technology PCB.  
 ̧ Interface: PS2, USB available.  
 ̧ OS: DOS/Windows95/98/NT/ME/2000/2003/XP/Vista, Linux, Unix, Mac OSX 

ENVIRONMENTAL ADAPTABILITY 

 ̧ Operating temperature:-20
o
C to +60

o
C  

 ̧ Storage temperature: -30
o
C to +70

o
C  

 ̧ Operating RH: 30-90%  
 ̧ Atmospheric pressure: 60-106Kpa.  
 ̧ Saline mist: 96 hours, IEC 60512-6  
 ̧ Damp heat test at + 40

o
C: 21 days, IEC 60512-6  

 ̧ Dry heat test at + 85
o
C: 10 days, IEC 60512-6 

RELIABILITY 

 ̧ RoHS Compliant, CE and FCC  
 ̧ Protection Level: IP65(front panel)  
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 ̧ Vandal resistant IK10 
 ̧ Key Lifespan >10 million actuations  
 ̧ MTBF >50000H  
 ̧ MTTR <30min 
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RL-KB-M380TB 

DESCRIPTION:71 keys vandal proof IP65 (dynamic) keyboard with 38mm integrated trackball, with carbon-on-gold key switch technology with long stroke 2.0mm, rear panel mounting solution. Trackball is with adjustable seven color backlight optional. 

APPLICATION 

 ̧ This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as 
Army, Navy, Air force. 

 ̧ Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile 
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboardôs resistance to hard 
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and 
ideal solution for PC data entry in menu based ópoint & clickô application. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

RL-KB-M380TP 

Product Name IP Rated 

RL-KB-M380MTB 
Keyboard; 400 DPI Mechanical Trackball; Adjustable Backlight is 

optional 

PS/2;U

SB 

IP65 

Dynamic 

RL-KB-M380OTB 
Keyboard; 800 DPI IP68 Optical Trackball;  Adjustable Backlight is 

optional 

PS/2;U

SB 

IP65 

Dynamic 

RL-KB-M380CTB 
Keyboard; 400 DPI Chameleon Trackball(Adjustable seven colors 

backlight); Adjustable Backlight is optional 

PS/2;U

SB 

IP65 

Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 71 

 ̧ G.W. 2.0KGs 

 ̧ Dimensions: 380.0mm x 108.0mm (top 

panel) 
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DESCRIPTION: 71 keys vandal proof IP65 (dynamic) keyboard with integrated ruggedized touchpad, with 

carbon-on-gold key switch technology with long stroke 2.0mm,rear panel mounting solution. 

Adjustable backlight keyboard is optional. 

APPLICATION 

 ̧ This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as 
Army, Navy, Air force. 

 ̧ Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile 
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboardôs resistance to hard 
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and 
ideal solution for PC data entry in menu based ópoint & clickô application. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rated 

RL-KB-M380TP 
Keyboard; integrated ruggedized touchpad; Adjustable Backlight is 

optional 

PS/2;

USB 

IP65 

Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 71 

 ̧ G.W. 2.0KGs 

 ̧ Dimensions: 380.0mm x 108.0mm (top 

panel) 



10  www.redlinx.co.za  
 

RL-KB-M315-DT 

DESCRIPTION: 68 POM keys vandal proof IP65 (dynamic) desktop backlight keyboard with carbon-on-gold key 

switch technology with long stroke 2.0mm. Adjustable backlight keyboard is optional. 

APPLICATION 

 ̧ This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as 
Army, Navy, Air force. 

 ̧ Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile 

conditions. A hardened stainless steel front plate and polymer keys ensure the keyboardôs resistance to hard 

use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and 

ideal solution for PC data entry in menu based ópoint & clickô application. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 ̧ Number of Keys: 68 

 ̧ G.W. 2.6KGs 

 ̧ Dimensions: 315.0mm x 134mm x 23mm ( L x 

W x H) 

M3

Ҝ  x 4
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RL-KB-M380TB-DT 

DESCRIPTION: 71 POM keys vandal proof IP65 (dynamic) desktop backlight keyboard with 38mm integrated 

trackball, with carbon-on-gold key switch technology with long stroke 2.0mm. Trackball is with 

adjustable seven color backlight optional. 

APPLICATION 

 ̧ This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as 
Army, Navy, Air force. 

 ̧ Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile 

conditions. A hardened stainless steel front plate and polymer keys ensure the keyboardôs resistance to hard 

use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and 

ideal solution for PC data entry in menu based ópoint & clickô application. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rated 

RL-KB-M380MTB-DT 
Desktop Keyboard; 400 DPI Mechanical Trackball; Adjustable 

Backlight is optional 

PS/2;U

SB 

IP65 

Dynamic 

RL-KB-M380OTB-DT 
Desktop Keyboard; 800 DPI IP68 Optical Trackball;  Adjustable 

Backlight is optional 

PS/2;U

SB 

IP65 

Dynamic 

RL-KB-M380CTB-DT 
Desktop Keyboard; 400 DPI Chameleon Trackball(Adjustable seven 

colors backlight); Adjustable Backlight is optional 

PS/2;U

SB 

IP65 

Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 71 

 ̧ G.W. 3.0KGs 

 ̧ Dimensions: 380.0mm x 135mm x 36mm ( L x 

W x H) 

M3

Ҝ  x 6
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RL-KB-M380TP-DT 

DESCRIPTION: 71 POM keys vandal proof IP65 (dynamic) desktop keyboard with integrated ruggedized 

touchpad, with carbon-on-gold key switch technology with long stroke 2.0mm, Adjustable 

backlight keyboard is optional. 

APPLICATION 

 ̧ This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as 
Army, Navy, Air force. 

 ̧ Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile 
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboardôs resistance to hard 
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and 
ideal solution for PC data entry in menu based ópoint & clickô application. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rated 

RL-KB-M380TP-D

T 

Keyboard; integrated ruggedized touchpad; Adjustable 

Backlight is optional 

PS/2

;US

B 

IP65 

Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 71 

 ̧ G.W. 2.8KGs 

 ̧ Dimensions: 380.0mm x 135mm x 23mm ( L x 

W x H) 

M3

Ҝ  x 6

K-TEK-M386TP-DT
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RL-KB-M380TB-MDT 

DESCRIPTION: 71 POM keys vandal proof IP65 (dynamic) desktop backlight keyboard with 38mm integrated 

trackball, with carbon-on-gold key switch technology with long stroke 2.0mm.can be hinged 

down/ for wall mounting. Trackball is with adjustable seven color backlight optional. 

APPLICATION 

 ̧ This keyboards is constructed to survive in exposed, unsupervised, public environments, and military as 
Army, Navy, Air force. 

 ̧ Their responsive key action ensures rapid, reliable and responsive data entry in tough, wet or hostile 
conditions. A hardened stainless steel front plate and polymer keys ensure the keyboardôs resistance to hard 
use, abuse and vandalism. A water and impact resistant trackball makes this keyboard the complete and 
ideal solution for PC data entry in menu based ópoint & clickô application. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rated 

RL-KB-M380MTB-MDT 
Desktop Keyboard; 400 DPI Mechanical Trackball; Adjustable 

Backlight is optional 

PS/2;U

SB 

IP65 

Dynamic 

RL-KB-M380OTB-MDT 
Desktop Keyboard; 800 DPI IP68 Optical Trackball;  Adjustable 

Backlight is optional 

PS/2;U

SB 

IP65 

Dynamic 

RL-KB-M380CTB-MDT 
Desktop Keyboard; 400 DPI Chameleon Trackball(Adjustable 

seven colors backlight); Adjustable Backlight is optional 

PS/2;U

SB 

IP65 

Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 71 

 ̧ G.W. 3.5KGs 

 ̧ Dimensions: 403.0mm x 165mm x 37mm ( L x 

W x H) 
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IP65/67/68 ADVANCED INPUT DEVICE 

IP65 MEMBRANE KEYBOARD 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

SPECIFICATION KEYBOARD: 

¶ Key switch Technology: metal dome key switch technology with short travel keys 
¶ Actuation Force: 1.0N for key 11.0mm x 11.0mm and 14.0mm x 14.0mm (press point) 
¶ Key Travel: 0.45mm 
¶ Key switch Lifetime: 3 mil. operations 
¶ Protection Level: IP65, NEMA 4x 
¶ Mounting Type: panel mounting or Desk Top. 
¶ Operating Temperature: -20 °C to +50 °C; 
¶ Colors: 4 (Blue, white, grey, black) 
¶ Key Dimensions (print area): 11.0mm x 11.0mm or 14.0mm x 14.0mm 

TOUCHPAD: 

¶ Touchpad cover: Composite 
¶ Motion Detection 
¶ Method: capacitive 
¶ Resolution: 40 counts / mm 
¶ More than Lifetime 10 million strokes 
¶ Mutual Capacitance sensing 
¶ X/Y position sensing resolution: 40 counts/mm 
¶ X/Y position reporting: Relative 
¶ Output (self-detectable depending on cable): PS2 or USB 
¶ Tracking speed: Maximum 1,016 m/sec 
¶ Power supply voltage: 5 V DC ±0.25V 
¶ Current rating (active mode): 17 mA 

 

ELECTRICAL DATA:      

¶ Supply Voltage: +5V DC +/- 5% 
¶ Current Rating: appr. 20mA 
¶ EMC Standard: It is compliance with the council EMC directive 89/336/EECEN55022:      
1988+A1: 2000+A2: 2003 
 EN55024: 1988+A1: 2001+A2: 2003 
¶ Emission  EN 50081-1 
¶ Immunity: EN 50082-1 
¶ Lifespan   > 5 years 
¶ Interface: PS2, USB available. 
¶ OS: DOS/Window95/98/NT/ME/2000/2003/XP/Vista, Linux, Unit, Mac OSX 

RELIABILITY 

¶ RoHS Compliant, CE and FCC 
¶ Protection Level: IP65 (front panel) 
¶ Key Lifespan >3 million actuations 
¶ Touchpad lifespan > 10 million of times 
¶ MTBF >50000H 
¶ MTTR <30min 
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RL-KB-D321TP-KP-FN 

DESCRIPTION: 107 keys IP65 compact front panel mounting medical keyboard with integrated ruggedized      
               touchpad, metal dome key switch technology with short stroke 0.45mm. 

 

MAIN FEATURE: 
 ̧ The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and 

tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt, 
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or 
imprints are available upon request. 

 ̧ This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This stylish, yet 
rugged medical keyboard is ideal for any application requiring a rugged enclosure and low profile. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-D321TP-KP-FN Keyboard; Touchpad; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 107 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ G.W. 1.30KGs 

 ̧ Dimensions: 321.0mm x 139.0mm (Front 

Panel) 
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RL-KB-D410KP-FN 

DESCRIPTION: 108 keys IP65 compact front panel mounting medical keyboard, metal dome key switch 
technology with short stroke 0.45mm. 

 

MAIN FEATURE: 
 ̧ The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and 

tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt, 
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or 
imprints are available upon request. 

 ̧ This keyboard is available in different keyboard layouts. This stylish, yet rugged medical keyboard is ideal for 
any application requiring a rugged enclosure and low profile. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-D410KP-FN Keyboard; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ G.W. 1.40KGs 

 ̧ Dimensions: 410.0mm x 160.0mm (Front 

Panel) 
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RL-KB-D410TB-KP-FN 

DESCRIPTION: 108 keys IP65 compact front panel mounting medical keyboard with IP68 optical trackball, metal 
dome key switch technology with short stroke 0.45mm. 

 

MAIN FEATURE: 
 ̧ The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and 

tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt, 
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or 
imprints are available upon request. 

 ̧ This keyboard is available in different keyboard layouts with IP68 optical trackball. This stylish, yet rugged 
medical keyboard is ideal for any application requiring a rugged enclosure and low profile. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-D410TB-KP-FN Keyboard; trackball; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ G.W. 1.60KGs 

 ̧ Dimensions: 410.0mm x 160.0mm (Front 

Panel) 
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RL-KB-D410TP-KP-FN 

DESCRIPTION: 108 keys IP65 compact format panel mounting medical keyboard with integrated ruggedized 
touchpad, metal dome key switch technology with short stroke 0.45mm, USB keyboard interface. 

 

MAIN FEATURE: 
 ̧ The foil-covered aluminum front plate is mounted flush for easy cleaning. The polyester front foil is wear-and 

tear-resistant and can withstand most chemicals and liquids. The keyboard is protected against dust, dirt, 
grease and liquids to IP65/NEMA4 and is available in PS/2 and USB versions. Custom keyboard layouts or 
imprints are available upon request. 

 ̧ This keyboard is available in different keyboard layouts with integrated capacitive touchpad. This 
stylish, yet rugged medical keyboard is ideal for any application requiring a rugged enclosure and 
low profile.  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-D410TB-KP-FN Keyboard; touchpad; Numeric Keypad; Function keys PS/2;USB IP65 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ G.W. 1.50KGs 

 ̧ Dimensions: 410.0mm x 160.0mm (Front 

Panel) 



 www.redlinx.co.za  19
 

RL-KB-D396TP-KP-FN-DT 

DESCRIPTION:  IP65 compact format polystyrene medical keyboard with integrated ruggedized touchpad,     
                 metal dome key switch technology with short stroke 0.45mm, with antimicrobial keyboard  
                 surface, standard alone desk top version with robust polycarbonate case. 
MAIN FEATURE:  

 ̧ Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable 
functionality. 

 ̧ The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against 
dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water, 
disinfectants, environmental contaminants and heavy industrial use. 

 ̧ Special dura-coating for excellent mechanical and chemical resistance 
 ̧ With firm tactile key feel, 0.45mm key travel. 
 ̧ Integrated touchpad. 
 ̧ Integrated numeric keypad. 
 ̧ Optical IP68 trackball mouse available 
 ̧ Ease of customizing with multiple languages, to accommodate foreign or custom variants. 
 ̧ PS/2, USB connection cables that plug directly into computer like keyboard operations. 
 ̧ Enclosure: polystyrene, ABS Polycarbonate Case  
 ̧ Low-profile keys for easy cleaning  
 ̧ Key life: 3 millions 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-D396TP-KP-FN-DT 
Keyboard; Touchpad; Numeric Keypad; Function 

keys; Desk Top keyboard 

PS/2;USB IP65 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 keys 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ G.W. 1.80KGs 

 ̧ Dimensions: 396.0mm x 150.0mm x 20.0mm 

(L x W x H) 
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RL-KB-D399KP-FN-DT 

DESCRIPTION: IP65 compact format polystyrene medical keyboard, metal dome key switch technology with 
short stroke 0.45mm, with antimicrobial keyboard surface, standard alone desk top version 
with robust polycarbonate case. 

MAIN FEATURE:  

 ̧ Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable 
functionality. 

 ̧ The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against 
dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water, 
disinfectants, environmental contaminants and heavy industrial use. 

 ̧ Special dura-coating for excellent mechanical and chemical resistance 
 ̧ With firm tactile key feel, 0.45mm key travel. 
 ̧ Integrated numeric keypad. 
 ̧ Ease of customizing with multiple languages, to accommodate foreign or custom variants.  
 ̧ PS/2, USB connection cables that plug directly into computer like keyboard operations. 
 ̧ Enclosure: polystyrene, ABS Polycarbonate Case  
 ̧ Low-profile keys for easy cleaning  
 ̧ Key life: 3 millions  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-D399KP-FN-DT 
Keyboard; Numeric Keypad; Function keys; Desk Top 

keyboard 

PS/2;USB IP65 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 keys 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ G.W. 1.50KGs 

 ̧ Dimensions: 399.0mm x 150.0mm x 20.0mm 

(L x W x H) 
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RL-KB-D399TP-KP-FN-DT 

DESCRIPTION: IP65 compact format polystyrene medical keyboard with integrated ruggedized touchpad, 
metal dome key switch technology with short stroke 0.45mm, with antimicrobial keyboard 
surface, standard alone desk top version with robust polycarbonate case. 

MAIN FEATURE:  

 ̧ Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable 
functionality. 

 ̧ The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against 
dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water, 
disinfectants, environmental contaminants and heavy industrial use. 

 ̧ Special dura-coating for excellent mechanical and chemical resistance 
 ̧ With firm tactile key feel, 0.45mm key travel. 
 ̧ Integrated touchpad. 
 ̧ Integrated numeric keypad. 
 ̧ Optical IP68 trackball mouse available 
 ̧ Ease of customizing with multiple languages, to accommodate foreign or custom variants.  
 ̧ PS/2, USB connection cables that plug directly into computer like keyboard operations. 
 ̧ Enclosure: polystyrene, ABS Polycarbonate Case  
 ̧ Low-profile keys for easy cleaning  
 ̧ Key life: 3 millions  

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-D399TP-KP-FN-DT 
Keyboard; Touchpad; Numeric Keypad; Function 

keys; Desk Top keyboard 

PS/2;USB IP65 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 keys 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ G.W. 1.50KGs 

 ̧ Dimensions: 399.0mm x 150.0mm x 20.0mm 

(L x W x H) 
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IP68 SILICONE KEYBOARD 

MAIN FEATURE  

¶ keyboard with NVIS-compliant red adjustable backlighting optional, while NVIS backlighting makes this 

keyboard ideal for aviation or vehicle applications where night vision goggles are necessary. 

¶ Keyboard provides full-size versatility in a rugged, compact design, rugged construction for reliable 

functionality 

¶ The keyboard lacks the crevices found between the keys of a regular keyboard, which is protected against 

dust, dirt, grease and corrosive liquids to NEMA 4X, which means it can withstand directed hose water, 

disinfectants, environmental contaminants and heavy industrial use. 

¶ Special dura-coating for excellent mechanical and chemical resistance 

¶ Clean key  

-Prevents data from being sent while the keyboard is wiped down, allowing user to clean at any interval 

with minimal downtime 

-User is notified of ólock down modeô by brightly lit CLEAN KEY 

¶ With firm tactile key feel, key travel 1.5mm key travel. 

¶ Integrated numeric keypad. 

¶ Optical IP68 mouse available 

¶ Ease of customizing with multiple languages, to accommodate foreign or custom variants.  

¶ PS/2, USB connection cables that plug directly into computer like keyboard operations. 

MECHANICAL DATA  

¶ Key top style: Protuberant rectangular keys with tactile feeling. 

¶ Touchpad cover: Composite  
¶ More than Lifetime 10 million strokes  
¶ Mutual Capacitance sensing  
¶ X/Y position sensing resolution: 40 counts/mm  
¶ X/Y position reporting: Relative  
¶ Output (self-detectable depending on cable): PS2 or USB  
¶ Tracking speed: Maximum 1,016 m/sec  
¶ Power supply voltage: 5 VDC ±0.25V  
¶ Current rating (active mode): 17 mA  

¶ Switch life: more than 10 million of operations.  

¶ Cable Length: 2.5m 

ELECTRICAL DATA  

¶ Supply Voltage: +5V DC +/-5%  

¶ Current Rating: 

PS2: keyboard with 210mA@5V (from keyboard port) 

USB: 220mA@5V (from CPU port)  

¶ EMC Standard: It is compliance with the council EMC directive 89/336/EEC EN55022: 

1988+A1:2000+A2:2003 EN55024: 1988+A1: 2001+A2:2003  

¶ Emission: EN 50081-1  

¶ Immunity: EN 50082-1  

¶ Lifespan> 3 years  

¶ Switch Contact Material: Carbon-on-Gold key switch technology with gold PCB.  

¶ Interface: PS2, USB available.  

¶ OS: DOS/Windows95/98/NT/ME/2000/2003/XP/Vista, Linux, Unix, Mac OSX 
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ENVIRONMENTAL ADAPTABILITY  

¶ Operating temperature:-30
o
C to +65

o
C 

¶ Storage temperature: :-40
o
C to +65

o
C 

¶ Humidity: 100% 

¶ Atmospheric pressure: 60-106Kpa 

¶ Shock: 3x11 ms pulses of 50g on each of 3 axes 

¶ Vibration: POWER SPECTRAL DENSITY: 0.04g/Hz, FREQUENCY RANGE: 20Hz - 2kHz, DURATION 

OF TEST PER AXIS: 3 hours 

¶ Flammability                                                                                              

PRINTED CIRCUIT BOARD: 94 VO 

SILICONE OVERLAY: 94 HB 

INTERFACE CABLE: 94 V 

RELIABILITY 

¶ RoHS Compliant, CE and FCC 

¶ Protection Level: IP68, NEMA 6P 

¶ Key Lifespan >10 million actuations  

¶ MTBF >50000H 

¶ MTTR <30min 
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RL-KB-M390KP-FN-DT 

DESCRIPTION: IP68 rated industrial silicone rubber keyboard with carbon-on-gold key switch technology with 

stroke 1.5mm, with antimicrobial keyboard surface, standard alone desk top version, backlight 

optional. 

APPLICATIONS:  

This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an 

integrated numeric keypad. For working in low-light areas, it is also available with optional LED backlighting. 

Engineered for NEMA 4X protection from dust, water and corrosive liquids. This keyboard is ideal for use in 

environments ranging from manufacturing to material handling to medical settings. Its numeric pad allows for 

easy data entry. 

 ̧ MEDICAL: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis 

centers etc;  

 ̧ MATERIAL HANDLING: mobile keyboard, data entry, assembly line etc 

 ̧ MILITARY: Army, Navy, Air force 

 ̧ INDUSTRIAL: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty 

manufacturing environments, warehouses 

 ̧ OTHER INDUSTRIES 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-M390KP-FN-DT Keyboard; Numeric Keypad; Function keys; Desk top 

keyboard 

PS/2;USB IP68 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 keys 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal 

downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ Enclosure: industrial silicone, Aluminum 

(rear side). 

 ̧ G.W. 2.5KGs 

 ̧ Dimensions: 390.0mm x 154.0mm x 

19.0mm (L x W x H) 
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RL-KB-M390TP-KP-FN-DT 

DESCRIPTION: IP68 rated industrial silicone rubber keyboard with integrated numeric keypad, sealed 

ruggedized touchpad and function keys on the top line, with carbon-on-gold key switch 

technology with long stroke 1.50mm, with antimicrobial keyboard surface, standard alone desk 

top version, with red adjustable backlight optional. 

APPLICATIONS:  

This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an 

integrated numeric keypad. For working in low-light areas, it is also available with optional LED backlighting. 

Engineered for NEMA 4X protection from dust, water and corrosive liquids. This keyboard is ideal for use in 

environments ranging from manufacturing to material handling to medical settings. Its numeric pad allows for 

easy data entry. 

 ̧ MEDICAL: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis 

centers etc;  

 ̧ MATERIAL HANDLING: mobile keyboard, data entry, assembly line etc 

 ̧ MILITARY: Army, Navy, Air force 

 ̧ INDUSTRIAL: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty 

manufacturing environments, warehouses 

 ̧ OTHER INDUSTRIES 

 

 

 

 

 

Product Name IP Rate 

RL-KB-M390TP-KP-FN-DT 
Keyboard; Touchpad; Numeric Keypad; Function 

keys; Desk top keyboard 

PS/2;USB IP68 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 keys 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ Enclosure: industrial silicone, Aluminum (rear 

side). 

 ̧ G.W. 2.5KGs 

 ̧ Dimensions: 390.0mm x 154.0mm x 19.0mm 

(L x W x H) 
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RL-KB-M396TP-KP-FN-DT 

DESCRIPTION: IP68 rated industrial silicone rubber keyboard with integrated numeric keypad, sealed 

ruggedized touchpad, function keys and carbon-on-gold key switch technology with long stroke 

1.50mm, with antimicrobial keyboard surface, standard alone desk top version with robust 

polycarbonate case, with red adjustable backlighting optional. 

APPLICATIONS:  

This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an 

integrated touchpad. For working in low-light areas, it is also available with optional LED backlighting. 

Engineered for NEMA 4X protection from dust, water and corrosive liquids. This keyboard is ideal for use in 

environments ranging from manufacturing to material handling to medical settings. Its large numeric pad 

allows for easy data entry, while its robust polycarbonate case protects it against any hazardous 

environment.  

 ̧ MEDICAL: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis 

centers etc;  

 ̧ MATERIAL HANDLING: mobile keyboard, data entry, assembly line etc 

 ̧ MILITARY: Army, Navy, Air force 

 ̧ INDUSTRIAL: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty 

manufacturing environments, warehouses 

 ̧ OTHER INDUSTRIES 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-M396TP-KP-FN-DT 
Keyboard; Touchpad; Numeric Keypad; Function 

keys; Desk top keyboard 

PS/2;USB IP68 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 keys 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ Enclosure: industrial silicone, Aluminum (rear 

side). 

 ̧ G.W. 2.0KGs 

 ̧ Dimensions: 396.0mm x 150.0mm x 20.0mm 

(L x W x H) 
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RL-KB-M399TP-KP-FN-DT 

DESCRIPTION: IP68 rated industrial silicone rubber keyboard with integrated numeric keypad, sealed 

ruggedized touchpad, function keys and carbon-on-gold key switch technology with long stroke 

1.50mm, with antimicrobial keyboard surface, standard alone desk top version with robust 

polycarbonate case, with red adjustable backlighting optional. 

APPLICATIONS:  

This keyboard provides full-size versatility in a rugged, compact design with the added convenience of an 

integrated touchpad. For working in low-light areas, it is also available with optional LED backlighting. 

Engineered for NEMA 4X protection from dust, water and corrosive liquids. This keyboard is ideal for use in 

environments ranging from manufacturing to material handling to medical settings. Its large numeric pad 

allows for easy data entry, while its robust polycarbonate case protects it against any hazardous 

environment.  

 ̧ MEDICAL: lab, hospital, clinic, dental, such as carts, diagnostic equipments, operation rooms, dialysis 

centers etc;  

 ̧ MATERIAL HANDLING: mobile keyboard, data entry, assembly line etc 

 ̧ MILITARY: Army, Navy, Air force 

 ̧ INDUSTRIAL: Industrial automation, pharmaceutical, oil and gas, food and beverage, clean or dirty 

manufacturing environments, warehouses 

 ̧ OTHER INDUSTRIES 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-M399TP-KP-FN-DT 
Keyboard; Touchpad; Numeric Keypad; Function 

keys; Desk top keyboard 

PS/2;USB IP68 Dynamic 

Other language versions/interfaces/configuration available on request 

 ̧ Number of Keys: 108 keys 

 ̧ Clean key  

-Prevents data from being sent while the 

keyboard is wiped down, allowing user to 

clean at any interval with minimal downtime 

-User is notified of ólock down modeô by 

brightly lit CLEAN KEY 

 ̧ Enclosure: industrial silicone, Aluminum (rear 

side). 

 ̧ G.W. 2.1KGs 

 ̧ Dimensions: 399.0mm x 149.0mm x 20.0mm 

(L x W x H) 
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IP68 MOUSE 

RL-KB-M64-OMS-DT 

DESCRIPTION:  The 5 keys Waterproof, Hygienic Optical Mouse is specially designed for use in medical, 

industrial and marine applications. The mouse is full sized and features a 5-buttons designed for 

right & left clicking and scrolling up and down just like to a conventional non-waterproof mouse, 

and it is a fully sealed IP68 and compatible with both USB and PS/2. This waterproof and chemical 

resistant mouse can be disinfected with standard cleaners and disinfectants, alcohol and even 

10% bleach solution.  

 
Main Features and benefits̔ 
· Optical IP68 mouse 
· No raised or recessed surfaces 
· May be disinfected as part of an infection control program 
· Suitable for moist and dusty environments  
· Three extra buttons for effortless scroll up, scroll down & scroll lock  
· Excellent soft-touch tactile key response 
· Special Dura-coating for excellent mechanical and chemical resistance 
· Cable Length: 2.5m 
· G.W.: 0.5KGs  
· Dimensions: 126.0mm x 63.5mm x 34.0mm (L x W x H)  

ELECTRICAL DATA  

¶ Supply Voltage: +5V DC +/-5%  

¶ Current Rating:                                                                                   

PS2: keyboard with 210mA@5V                                                                                                                                            

USB: 220mA@5V (from CPU port)                                                                                                                                                    

¶ EMC Standard: It is compliance with the council EMC directive 89/336/EEC EN55022: 

1988+A1:2000+A2:2003 EN55024: 1988+A1: 2001+A2:2003  

¶ Emission: EN 50081-1  

¶ Immunity: EN 50082-1  

¶ Lifespan> 3 years  

¶ Switch Contact Material: Gold-on-Gold key switch technology with gold PCB.  

¶ Interface: PS2, USB available.  

¶ OS: DOS/Windows95/98/NT/ME/2000/2003/XP/Vista, Linux, Unix, Mac OSX 
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ENVIRONMENTAL ADAPTABILITY  

¶ Operating temperature:-30
o
C to +65

o
C 

¶ Storage temperature: :-40
o
C to +65

o
C 

¶ Humidity: 100% 

¶ Atmospheric pressure: 60-106Kpa 

¶ Flammability                                                                                              

PRINTED CIRCUIT BOARD: 94 VO 

SILICONE OVERLAY: 94 HB 

INTERFACE CABLE: 94 V 

RELIABILITY 

¶ RoHS Compliant, CE and FCC 

¶ Protection Level: IP68, NEMA 6P 

¶ Key Lifespan >5 million actuations  

¶ MTBF >50000H 

¶ MTTR <30min 
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RL-KB-M65-OMS-DT 

DESCRIPTION:  An Easily Cleaned Optical Mouse Designed for Medical Environments,the Medical Mouse is 

impervious to antibacterial spray or liquid cleaning products, and the smooth latex-free 

surface provides hypoallergenic advantages, while eliminating nooks and crannies where 

bacteria can hide. 

Main Features and benefits̔ 
· Optical IP68 mouse 
· No raised or recessed surfaces 
· May be disinfected as part of an infection control program 
· Surface is comprised of pliant silicone-based material 
· The comfortable, ergonomic design features standard right and left button functionality. 
· Excellent soft-touch tactile key response 
· Special Dura-coating for excellent mechanical and chemical resistance 
· Cable Length: 2.5m 
· G.W.: 0.5KGs  
· Dimensions: 111.5mm x 64.8mm x 36.31mm (L x W x H)  

ELECTRICAL DATA  

¶ Supply Voltage: +5V DC +/-5%  

¶ Current Rating:                                                                                   

PS2: keyboard with 210mA@5V                                                                                                                                            

USB: 220mA@5V (from CPU port)                                                                                                                                                    

¶ EMC Standard: It is compliance with the council EMC directive 89/336/EEC EN55022: 

1988+A1:2000+A2:2003 EN55024: 1988+A1: 2001+A2:2003  

¶ Emission: EN 50081-1  

¶ Immunity: EN 50082-1  
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¶ Lifespan> 3 years  

¶ Switch Contact Material: Gold-on-Gold key switch technology with gold PCB.  

¶ Interface: PS2, USB available.  

¶ OS: DOS/Windows95/98/NT/ME/2000/2003/XP/Vista, Linux, Unix, Mac OSX 

 

ENVIRONMENTAL ADAPTABILITY  

¶ Operating temperature:-30
o
C to +65

o
C 

¶ Storage temperature: :-40
o
C to +65

o
C 

¶ Humidity: 100% 

¶ Atmospheric pressure: 60-106Kpa 

¶ Flammability                                                                                              

PRINTED CIRCUIT BOARD: 94 VO 

SILICONE OVERLAY: 94 HB 

INTERFACE CABLE: 94 V 

RELIABILITY 

¶ RoHS Compliant, CE and FCC 

¶ Protection Level: IP68, NEMA 6P 

¶ Key Lifespan >5 million actuations  

¶ MTBF >50000H 

¶ MTTR <30min 
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RL-KB-M66-OMS-DT 

DESCRIPTION: IP68 rated industrial silicone rubber OPTICAL mouse with gold-on-gold key switch technology 

with stroke 0.45mm, with antimicrobial keyboard surface, standard alone desk top version. 

 
Main Features and benefits̔ 
· Optical IP68 mouse 
· Rugged construction with metal base plate 
· 2 integrated Mouse buttons with short travel switches (Positive tactile feedback) 
· Rugged construction for reliable functionality 
· Special Dura-coating for excellent mechanical and chemical resistance 
· Cable Length: 2.5m 
· G.W.: 0.5KGs  
· Dimensions: 66.0mm x 127.0mm x 33.0mm (L x W x H) 

ELECTRICAL DATA  

¶ Supply Voltage: +5V DC +/-5%  

¶ Current Rating:                                                                                   

PS2: keyboard with 210mA@5V                                                                                                                                            

USB: 220mA@5V (from CPU port)                                                                                                                                                    

¶ EMC Standard: It is compliance with the council EMC directive 89/336/EEC EN55022: 

1988+A1:2000+A2:2003 EN55024: 1988+A1: 2001+A2:2003  

¶ Emission: EN 50081-1  

¶ Immunity: EN 50082-1  

¶ Lifespan> 3 years  

¶ Switch Contact Material: Gold-on-Gold key switch technology with gold PCB.  

¶ Interface: PS2, USB available.  

¶ OS: DOS/Windows95/98/NT/ME/2000/2003/XP/Vista, Linux, Unix, Mac OSX 

 

ENVIRONMENTAL ADAPTABILITY  
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¶ Operating temperature:-30
o
C to +65

o
C 

¶ Storage temperature: :-40
o
C to +65

o
C 

¶ Humidity: 100% 

¶ Atmospheric pressure: 60-106Kpa 

¶ Flammability                                                                                              

PRINTED CIRCUIT BOARD: 94 VO 

SILICONE OVERLAY: 94 HB 

INTERFACE CABLE: 94 V 

RELIABILITY 

¶ RoHS Compliant, CE and FCC 

¶ Protection Level: IP68, NEMA 6P 

¶ Key Lifespan >5 million actuations  

¶ MTBF >50000H 

¶ MTTR <30min 
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VANDAL PROOF IP65 STAINLESS STEEL KEYBOARD 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 ̧ Easily mounting into enclosure or panel, and is provided with PS/2, USB connection output cables that 

plug directly into the host computer for normal keyboard operations.   

 ̧ To prevent tampering, Ctrl-Alt-Delete (optional) and Windows keys (optional) are disabled, but creating an 

alternative key combination which performs the same function as the CTL+ALT+DEL for servicing the 

system(optional). 

MAIN FEATURES 

 ̧ Imposing stainless steel design, specially designed keyboards 

meet the highest demands with regard to design, functionality, 

longevity and high protection level. We design and manufacture 

complete electronic modules including controller in close 

consultation with our customers.  

 ̧ Stainless steel fascia and key-tops guard willful destruction, 

vandal-proof, against corrosion, weather-proof especially under 

extreme climatic conditions, water proof/dirt proof, operation 

under hostile environments. 

 ̧ Waterproof execution according to degree of protection IP65 

from the front panel, the keyboard is sealed against the ingress 

or liquid and dirt when mounted in a suitable enclosure. 

 ̧ Internet friendly key layout, key-tops are laser-etched in 

legends and characters for easy readability, long life to prevent 

lettering rub-off.  

 ̧ Metal keys are protected against twisting and levering which 

can not be dislodged from front, or defaced removing key 

covers.  

 ̧ Ease of customizing with multiple languages, to accommodate 

foreign or custom variants.  

MECHANICAL DATA 

 ̧ Key: super quality brushed stainless steel. 

 ̧ Key Size: 14mm x 14mm for normal keys, 14mm x 28mm for 

enter key,14mm x 100mm for space bar.  

 ̧ Key travel: 2.00mm for long stroke (Model A) .   

              0.45mm for short stroke (Model B), 

 ̧ Switch life: more than 10 million (mode A) or 5 million (mode B) 

of operations.  

 ̧ Stainless Steel Ball or Hardened Resin Ball both are available. 

 ̧ Actuation Force:  

     Model A, 0.6N+/-0.1N for key 14mm x 14mm (pressure point) 

             1.2N+/-0.1N for key 14mm x 28mm (pressure point). 

     Model B, 2N+/-0.1N for key 14mm x 14mm (pressure point), 

             4N+/-0.1N for key 14mm x 28mm (pressure point). 

 ̧ Front Plate: Super quality brushed SUS304 stainless steel.  

 ̧ Lettering: Sunk laser legends & characters in high quality ink.  

 ̧ Actuator/keys materials: SUS304 stainless steel.  
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ELECTRICAL DATA 

 ̧ Supply Voltage: +5V DC +/-5%.  

 ̧ Current Rating: appr. 20mA.  

 ̧ EMC Standard: It is compliance with the council  

          EMC directive 89/336/EEC,EN55022: 

          1988+A1:2000+A2:2003,EN55024:  

          1988+A1:2001+A2:2003.  

 ̧ Emission: EN 50081-1.  

 ̧ Immunity: EN 50082-1.  

 ̧ Lifespan: > 5 years.  

 ̧ LED: All the stainless steel keyboards are available to be with CAPS LOCK LED. 

 ̧ Key Switch Technology:  Carbon-on-gold technology for Model A  

                             Gold-on-gold technology for Model B  

 ̧ Interface: PS2, RS232, USB available. RS232 for EPP. 

 ̧ Mechanical Trackball and OPTICAL TRACKBALL both are available 

 ̧ OS: DOS/Windows95/98/NT/ME/2000/2003/XP/Vista, Linux, Unix, Mac OSX 

 

ENVIRONMENTAL ADAPTABILITY 

 ̧ Operating Temperature:-10
o
C to +60

o
C.  

 ̧ Storage Temperature: -20
o
C to +70

o
C.  

 ̧ Operating RH: 30-90%.  

 ̧ Atmospheric Pressure: 60-106Kpa.  

 ̧ Saline Mist: 96 hours, IEC 60512-6.  

 ̧ Damp Heat Test at + 40C: 21 days, IEC 60512-6.  

 ̧ Dry Heat Test at + 85C: 10 days, IEC 60512-6.. 

 

RELIABILITY 

 ̧ ROHS Compliant, CE and FCC approval.  

 ̧ Protection Level: IP65 

 ̧ Vandal resistant: IK09 (mode A) & IK10 (mode B) .  

 ̧ Key Lifespan: >10 million (mode A) or 5 million (mode B) of operations. .  

 ̧ MTBF: >50000H.  

 ̧ MTTR: <30min. 
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KEYBOARD WITH TRACKER BALL AND NUMERIC KEYPAD 

RL-KB-392TB-KP 

DESCRIPTION: 81 Key Vandal proof IP65 compact format Stainless Steel Keyboard with integrated numeric 

keypad (optional PINPAD with Encryption Electronics Controller supporting DES/TDES) 

and 38mm stainless steel trackball, with long stroke 2.0mm(Model A) or short stroke 

0.45mm(Mode B), and rear panel mounting solution. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Product Name IP Rate 

RL-KB-A392MTB-KP Keyboard; 400 DPI Mechanical Trackball; Numeric Keypad PS/2;USB IP65 Static 

RL-KB-A392LTB-KP Keyboard; 1200 DPI Laser Trackball; Numeric Keypad PS/2;USB IP65 Dynamic 

RL-KB-A392OTB-KP Keyboard; 800 DPI Optical Trackball; Numeric Keypad PS/2;USB IP68 

RL-KB-B392MTB-KP Keyboard; 400 DPI Mechanical Trackball; Numeric Keypad PS/2;USB IP65 Static 

RL-KB-B392LTB-KP Keyboard; 1200 DPI Laser Trackball; Numeric Keypad PS/2;USB IP65 Dynamic 

RL-KB-B392OTB-KP Keyboard; 800 DPI Optical Trackball; Numeric Keypad PS/2;USB IP68 

Other language versions/interfaces/configuration available on request 

 ̧ Key top style: Carbon-on-gold key switch 

technology with protuberant rectangular 

keys, with laser engraved and etched 

legends and raised braille on keys are 

available.  

 ̧ G.W. 1.90 KGs.  

 ̧ Dimensions: 392.0mm x 110.0mm (front 

panel), 416.0mm x 134.0mm (back panel).  

 ̧ Key top style: Gold-on-gold key switch 

technology with plain/Non-Protuberant 

rectangular keys, with laser engraved and 

etched legends and raised braille on keys 

are available.  

 ̧ G.W. 1.90 KGs.  

 ̧ Dimensions: 392.0mm x 110.0mm (front 

panel), 416.0mm x 134.0mm (back panel).  

RL-KB-A392TB-KP 

RL-KB-B392TB-KP 

392

416

1
1

0

1
3

4

53,5 108,5 108,5 92 53,5

2
7

2
7

8
0

3
6

,5

12

12

8
4

25

61

2
5

100

1
2

3

1,5

5.6

3
3

.6
















































































































































































































































